
STEEL JOIST WITH WOOD SUBFLOOR SYSTEM

SOUND SILENT 7

SPECIFICATIONS:
- HIGH IMPACT SOUND ABSORPTION (UP TO 21 DB)
- LOADABLE UP TO 73.1 LB/FT²
- HEAT INSULATING
- CRACK BRIDGING
- TENSION DEGRADING

POLYSOLS
851 SIMUEL RD

SPARTANBURG, SC 29301
PHONE: (864) 579-4484

www.polysols.com

NOTES:
1.   INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
2.   DO NOT SCALE DRAWING.
3.   THIS DRAWING IS INTENDED FOR USE BY ARCHITECTS, ENGINEERS, CONTRACTORS, CONSULTANTS AND DESIGN PROFESSIONALS

      FOR PLANNING PURPOSES ONLY.  THIS DRAWING MAY NOT BE USED FOR CONSTRUCTION.
4.   ALL INFORMATION CONTAINED HEREIN WAS CURRENT AT THE TIME OF DEVELOPMENT BUT MUST BE REVIEWED AND APPROVED BY
      THE PRODUCT MANUFACTURER TO BE CONSIDERED ACCURATE.
5.   CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info AND ENTER
      REFERENCE NUMBER
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SECTION
FLOORING ACOUSTICAL UNDERLAYMENT

POLYSOLS SOUND SILENT 7 ON STEEL JOIST SYSTEM

ADHESIVE MORTAR

WOOD SUBFLOOR

POLYSOLS SOUND
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TILE (OTHER POSSIBLE
FLOORING MATERIALS:
STONE, MARBLE, WOOD,
CERAMIC, PORCELAIN,
LVP,ETC)

STEEL JOIST SYSTEM


